
TECHNISCHE INFORMATION

XCC-S
Kanaltemperaturfühler
Flexibler Fühler mit Pt1000-Fühlerelement zur direkten Montage in
einem Lüftungskanal 
Messbereich Temperatur = -40°C……+85°C

Kanal-CO2 und VOC-Kombifühler 
CO2 und VOC-Kombifühler zum Kanaleinbau 
Messbereich 450-2000ppm CO2 und 5-95%RH
MODbusanschluss

Raumtemperatur-,CO2 und Feuchtefühler
Raumtemperatur-,CO2 und Feuchtekombifühler zur Aufputz
Installation.
Messbereich CO2 = 0-2000ppm
Messbereich Temperatur =  +5°C……+40°C
Messbereich Feuchte = 30-80%rF

STARTSEITE ONLINE SHOP Raumlufttechnische Geräte X-CUBE compact Zubehör  XCC-S

https://www.trox.at/
https://www.trox.at/
https://www.trox.at/online-shop-ab103441f1f320f2
https://www.trox.at/online-shop/raumlufttechnische-geraete-d0dd8fa6517cbb50
https://www.trox.at/raumlufttechnische-geraete/x-cube-compact-699418306590d1ce
https://www.trox.at/x-cube-compact/zubehoer-f998aa7bb38a1e3f
https://www.trox.at/zubehoer/xcc-s-451922e309d0c832
file:///
https://www.trox.at/ansprechpartner-db4417fb17d9b2a4?custom_region=austria
https://www.trox.at/side-services/impressum-eea9be8a5ea5ef9d
https://www.trox.at/side-services/allgemeine-liefer--und-zahlungsbedingungen-der-trox-austria-gmbh-a853b6f378f1192a
https://www.trox.at/side-services/datenschutzerlaerung-88b29dbf6b7068f5
https://www.trox.at/side-services/disclaimer-1c67b7699eb179fa
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